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DNA-DECORATED GRAPHENE CHEMICAL
SENSORS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is the National Stage of International
Application No. PCT/US2011/030484, “DNA-Decorated
Graphene Chemical Sensors,” filed Mar. 30, 2011, which
claims the benefit of U.S. Provisional Application No.
61/319,062, “DNA-Decorated Graphene Chemical Sensors,”
filed Mar. 30, 2010, the entireties of which applications are
incorporated herein by reference in their entireties for any and

all purposes.
GOVERNMENT RIGHTS

The subject matter disclosed herein was made with gov-
ernment support under grant number DMR-0425780,
awarded by the National Science Foundation. The Govern-
ment has certain rights in the herein disclosed subject matter.

SEQUENCE LISTING

The instant application contains a Sequence Listing which
has been submitted electronically in ASCII format and is
hereby incorporated by reference in its entirety. Said ASCII
copy, created on Aug. 13, 2015, is named 104377.000168-
W5348_SL.txt and is 861 bytes in size.

FIELD OF THE INVENTION

The disclosed invention is in the field of chemical sensing.
The field of the invention also pertains to using sensors both
individually, in combination, and in array fashion for detect-
ing compounds.

BACKGROUND OF THE INVENTION

The concept of an “electronic nose™ has been an active area
of'research for some decades. Researchers have been trying to
provide such a device by attempting to couple an array of
chemical odor sensors with a pattern-recognition system.
Considerable interest has been generated by the Department
of Homeland Security about the use of electronic devices in
detecting volatile compounds to prevent explosive, chemical,
or biological attacks.

Previous attempts at making electronic noses generally
follow the same principle, coupling an array of chemical
detectors with pattern recognition systems. However, they
differ with respect to the selection of sensors. Common sen-
sor designs include mass transducing, such as quartz
microbalance, surface acoustic wave transducers, chemore-
sistors, and hybrids of such. In any event, it is greatly desired
that sensors used for electronic noses and molecular detection
exist and function on a very compact—even molecular—
scale and exhibit very good electronic properties.

Nose-like sensing schemes derive their organizational
principle from biological olfactory systems, where a large
number (100 s) of sensor types are deployed with broad and
overlapping sensitivities to an even larger number of volatile
analytes. Reduced graphene oxide, or “chemically derived
graphene”, has also shown potential as a vapor sensor mate-
rial where residual oxygen defects (e.g. carboxylic acids or
epoxides) provide binding sites for analyte molecules.

Graphene is a single-atom thick, two-dimensional material
that has attracted attention because of its unique electronic,
mechanical, and thermal properties. Because of these char-
acteristics, graphene is useful in a range of electronic
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devices—such as sensors—and there is a corresponding
interest in methods of producing graphenic materials.

Graphene has been actively studied as a chemical sensor
since shortly after it was isolated in 2004. Increasingly
sophisticated device processing has revealed that early mea-
surements of graphene chemical sensing responses were
amplified by unintentional functionalization.

Graphene is a true two dimensional material with excep-
tional electronic properties and enormous potential for prac-
tical applications. Graphene’s promise as a chemical sensor
material has been noted, but there has been relatively little
work on practical chemical sensing using graphene, and in
particular, how chemical functionalization may be used to
sensitize graphene to chemical vapors.

Thus, there is a need for improving the ability of graphene
to work as a chemical sensor. The invention is directed to
these and other important needs.

SUMMARY OF THE INVENTION

The present invention provides a molecular sensor device,
comprising: an insulator thin-film disposed directly adjacent
to a back-gate substrate; at least one positive electrode dis-
posed directly adjacent to said insulator thin-film, opposite to
said back-gate substrate; at least one negative electrode dis-
posed directly adjacent to said insulator thin-film, opposite to
said back-gate substrate; and clean graphene disposed
between, and in electrical communication with, said positive
and negative electrodes, wherein the clean graphene is func-
tionalized with a nucleic acid.

The present invention provides a method of detecting a
compound, comprising: contacting a single-stranded DNA
functionalized clean graphene sensor device with a medium;
monitoring conductance of said single-stranded DNA func-
tionalized clean graphene to determine the presence, absence,
or concentration of molecules, or any combination thereof;
and correlating a change in conductance to the presence,
absence, or concentration of molecules, or any combination
thereof.

The present invention also provides a system comprising a
plurality of molecular sensor devices comprising: an insula-
tor thin-film disposed directly adjacent to a back-gate sub-
strate; at least one positive electrode disposed directly adja-
cent to said insulator thin-film, opposite to said back-gate
substrate; at least one negative electrode disposed directly
adjacent to said insulator thin-film, opposite to said back-gate
substrate; and clean graphene disposed between, and in elec-
trical communication with, said positive and negative elec-
trodes, wherein the clean graphene is functionalized with a
nucleic acid.

The general description and the following detailed descrip-
tion are exemplary and explanatory only and are not restric-
tive of the invention, as defined in the appended claims. Other
aspects of the present invention will be apparent to those
skilled in the art in view of the detailed description of the
invention as provided herein.

BRIEF DESCRIPTION OF THE DRAWINGS

The summary, as well as the following detailed description,
is further understood when read in conjunction with the
appended drawings. For the purpose of illustrating the inven-
tion, there are shown in the drawings exemplary embodi-
ments of the invention. However, the invention is not limited
to the specific methods, compositions, and devices disclosed.
In addition, the drawings are not necessarily drawn to scale.
In the drawings:
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FIG. 1a demonstrates AFM line scans of ssDNA on
graphene.

FIG. 15 demonstrates I-V ; characteristics for a graphene
device.

FIG. 2a demonstrates the normalized changes in current
versus time for ssDNA-graphene vapor response, with mea-
surements of DMMP at various concentrations.

FIG. 26 demonstrates the normalized changes in current
versus time for ssDNA-graphene vapor response with mea-
surements of propionic acid at various concentrations.

DETAILED DESCRIPTION OF ILLUSTRATIVE
EMBODIMENTS

The present invention may be understood more readily by
reference to the following detailed description, taken in con-
nection with the accompanying figures and examples, which
form a part of this disclosure. It is to be understood that this
invention is not limited to the specific devices, methods,
applications, conditions, or parameters described and/or
shown herein, and that the terminology used herein is for the
purpose of describing particular embodiments by way of
example only and is not intended to be limiting of the claimed
invention. Also, as used in the specification, including the
appended claims, the singular forms “a”, “an”, and “the”
include the plural, and reference to a particular numerical
value includes at least that particular value, unless the context
clearly dictates otherwise. The term “plurality”, as used
herein, means more than one. When a range of values is
expressed, another embodiment includes from the one par-
ticular value and/or to the other particular value. Similarly,
when values are expressed as approximations, by use of the
antecedent “about”, it will be understood that the particular
value forms another embodiment. All ranges are inclusive and
combinable.

It is to be appreciated that certain features of the invention
which are, for clarity, described herein in the context of a
single embodiment, may also be provided separately or in any
sub-combination. Further, reference to values stated in ranges
include each and every value within that range.

Terms

“Functionalization”, as the term is used herein, is defined
as allowing a desired molecular species to be preferentially
and specifically bound to the ssDNA. Functionalization thus
enhances the sensitivity of the ssDNA-graphene detector as
well as the potential range of molecules that can be detected
by the ssDNA-graphene sensor.

“Volatile compounds”, as used herein, may be considered
as compounds vaporized in the atmosphere. The present
methods and devices also detect an odor analyte which is
considered a sample of the atmosphere to be tested or ana-
lyzed.

“Sensor array”, as the term is used herein, is defined as a
plurality of sensors in accordance with the sensors described
herein. The arrays may have different sensors or sets of sen-
sors that are sensitive to a different molecule, molecular fam-
ily, or genus. The arrays also comprise a data processing
system. The system may also comprise a pattern recognition
system or other control system.

As used herein, the term “system” is defined as pluralities
of field-effect devices, or sensors, and are employed to dis-
criminate among different target molecules.

The chemical sensors described herein function as high
sensitivity gas sensors that exhibit conductivity changes in
response to odor application. The responses differ in sign and
magnitude for different odors, and the odor response charac-
teristics may depend on the physical characteristics of the
biopolymer used, such as the base sequence of a ssDNA
polynucleotide.
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The chemical sensors described presently can be used as
the sensor elements in an array of sensors, each with an
individualized response characteristic, coupled to an
advanced pattern recognition data processing system.
Biopolymers provide an extensive library of compounds for
the present sensors. Thus, the chemical sensors of the present
invention may be produced with sensitivity to a large variety
of compounds.

The process begins with chemically clean graphene tran-
sistors that are inert to a variety of chemical vapors. The
graphene is then purposefully functionalized to generate
devices with different chemical sensing responses. Graphene
is combined with ssDNA to create a chemically diverse fam-
ily of vapor sensors for use in a “nose-like” vapor sensing
system.

The ssDNA in the DNA-graphene sensor system is not
used for its biological functionality, but instead provides
sequence-dependent chemical recognition capability, thereby
enabling the required number of chemically distinct sensor
responses.

Embodiments of the present invention also include meth-
ods of using a chemical sensor comprising a substrate that
may be semiconducting in some embodiments; an insulating
layer; source and drain electrodes on the insulating layer; and,
in contact with each of the source and drain electrodes, at least
one nanotube having biopolymer thereupon; said method
comprising contacting said sensor with an atmosphere
sample and detecting the presence or absence of a volatile
compound.

A single sample of a sensor may comprise an individual
field effect device or may comprise dozens or hundreds of
identical field effect devices, being understood that redun-
dancy gives rise to improved accuracy. In any event, a plural-
ity of different sensors is arrayed in a single apparatus with an
appropriate controller in electrical communication therewith.
Contacting the array with an analyte causes differential
responses in the different sensors with the respective currents
being evaluated by the controller. The controller is in com-
munication with the computational, evaluative, or other dis-
play means in order to reflect the interactions of the sensors
with the analyte. Through comparison of the results of the
analysis either with prior analysis or with expected values,
knowledge of the nature of the analyte may be had.

The molecular sensor device herein has an insulator thin-
film thickness of from about 10 nm to about 1000 nm, which
covers an area of from about 400 nm? to covering the entire
substrate. The insulator thin-film may be comprised of silicon
dioxide, silicon oxide, hafnium oxide, aluminum oxide, tita-
nium dioxide, titanium oxide, or insulating polymer.

The back-gate substrate of the molecular sensor device has
a thickness of from about 0.1 mm to about 1 mm, and covers
an area of from about 10 mm? to about 1000 mm?. The
back-gate substrate may be comprised of silicon, doped sili-
con, gallium arsenide, gold, aluminum, or conducting poly-
mer.

The substrate of the molecular sensor device is p-doped or
n-doped with 300 nm thermal oxide. The electrodes may be
comprised of aluminum, chrome, gold palladium, platinum,
titanium, titanium nitride, copper, graphene, or conducting
polymer.

The distance between electrodes is from about 10 nm to
about 10 um. the clean graphene covers from at least a portion
of'the device to covering the entire substrate, which translates
to an area of at least 400 nm?.

The hole mobility may be from 500 cm?/V-s to 200,000
cm?/V-s, preferably from 500 cm?/V-s to 5000 cm?/V-s, more
preferably from 1600 cm?/V-s to 5000 cm?/V-s, with a doped
charge carrier density from about 0 to about 1x10'%/cm? at
zero gate voltage.
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The method of producing the molecular sensing device
herein includes monitoring conductance when applying a 1
mV bias and holding the gate voltage at 0. The conductance of
the ssDNA functionalized clean graphene is monitored via
electrodes that are comprised of gold and chromium.

In view of the foregoing, it is apparent that different indi-
vidual sensors and assemblages or arrays of either the same or
different sensors can be for predefined purposes. Thus,
expected responses of sensors in accordance with this inven-
tion may be compared with responses from test gasses, lig-
uids, tissues, head spaces, environment samples, and other
test samples to determine their contents—either qualitatively
or with identical determination of contents. Quantification
may also ensue.

EXAMPLE 1

Graphene transistors were constructed using exfoliated
kish graphite. Devices were carefully cleaned to prevent spu-
rious sensing results. Two ssDNA sequences (“Sequence 17
and “Sequence 2”) were selected because of their prior use in
vapor sensors based on electronic and optical fluorescence
readout strategies. The sequences are as follows:

SEQ ID NO: 1: 5' GAG TCT GTG GAG GAG GTA GTC
3'

SEQ ID NO: 2: 5' CTT CTG TCT TGA TGT TTG TCA
AACH

FIG. 1a and FIG. 15 depict AFM line scans of ssDNA on
graphene. The inset in FIG. 1a depicts an AFM image with a
z-scale of 601 nm. AFM measurements showed that the self-
assembled ssDNA layer had a thickness of approximately 0.5
nm, as in FIG. 1a. Although ssDNA films on graphene did not
have visible holes or aggregates, AFM revealed an RMS
roughness of 0.4 nm, about twice as large as that of pristine
graphene.

FIG. 15 shows how the current gate voltage (I-V ) char-
acteristic of an individual electron mobilities were 1000
cm-2/V-s and 750 cm-2/V-s, respectively. The doped charge
carrier density (carrier density at V ,=0) was 3.3x10"*/cm?
holes. After the cleaning process, both the hole and electron
mobility increased to 2600 cm?/V-s, and the doped carrier
density decreased to 6.2x10"'/cm?holes. After functionaliza-
tion with ssDNA, the hole and electron mobilities decreased
to 1600 cm*/V-s and 750 cm?/V-s, respectively, indicating
slightly increased carrier scattering due to ssDNA on the
graphene surface. The final doped charge carrier density was
1.4x10**/cm?.

Application of ssDNA led to a shift in the I-V ; minimum,
indicating an increase in hole density (FIG. 15). The polarity
of this shift is consistent with chemical gating by negatively
charged molecules in the vicinity of the graphene. Using
computer models of ssDNA on carbon nanotubes, the adsorp-
tion density is approximately 1.5x10'* bases/cm® at 100%
coverage.

EXAMPLE 2

Chemical sensing experiments were performed in a con-
trolled environmental chamber. The device current was moni-
tored while applying a 1 mV bias voltage and zero gate
voltage. Initially, Ar carrier gas was flowed through the cham-
ber at a rate of 1 sLm. Analyte gases were substituted for a
small percentage of the Ar glow with the total flow rate held
constant. For the purpose of comparing changes in response,
data are presented as changes in current normalized to the
device current measured in a pure Ar flow.

FIG. 2a and FIG. 25 depict normalized changes in current
versus time for ssDNA-graphene vapor responses, with a
comparison of responses to vapors of devices based on clean
graphene, and graphene functionalized with SEQ ID NO: 2.
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The vapors used in FIGS. 2a-2b were dimethylmethylphos-
phonate (DMMP), a sarin stimulant, and propionic acid,
respectively. For both analytes, the current response of clean
graphene was very low and barely detectable above system
noise, although a response Al/I,~1% was observed at the
highest concentrations tested. After coating with ssDNA,
enhanced responses on the scale of 5-50% was observed. The
sign of the current responses was consistent with a chemical
gating effect on the graphene channel where hole conduction
dominates.

For both analytes in FIGS. 2a-2b, sensing response and
recovery to baseline typically show two distinct timescales.
The initial response occurred with a fraction of a second,
while the slower equilibrium took several hundred seconds.
The lower arrows indicate introduction of analyte at progres-
sively larger concentrations, while upper arrows indicate
flushing with pure carrier gas. Clean graphene devices (black
data) show very weak vapor responses that are barely above
the noise floor. Devices functionalized with SEQ ID NO: 1
data or SEQ ID NO: 2 show significant responses that are
sequence-dependent. FIG. 2a embodies measurements of
DMMP at concentrations of 20, 40, 60, 80, 100, and 120 ppm.
FIG. 2b embodies measurements of propionic acid at concen-
trations of 90, 220, 435, and 650 ppm.

EXAMPLE 3

Six different analyte responses are shown in Table 1. Three
compounds are homologous aldehydes, with linear chemical
formulas CH,(CH,),, CHO, where N=5, 6, or 7. The signifi-
cantly different current responses seen for this sequence
shows a chemical differentiation in an atmospheric sensor not
often seen outside of biological systems. Molecular dynamics
simulations of ssDNA adsorbed onto carbon nanotubes sug-
gests complex conformational motifs may influence the
chemical affinity of the device. Similar effects may occur for
ssDNA-graphene, leading to a sensing response that is the
result of a combination of analyte-DNA and analyte-
graphene interactions. Clean graphene devices exhibit very
small responses to all analytes at all concentrations tested,
with the exception of decanal.

TABLE 1
Sensing Response (AI/I0) for Several Analytes
conc pristine
odor (ppm)  graphene graphene +seq 1  graphene + seq 2
DMMP 20 <0.1% -2.5% -5%
Prop Acid 90 <0.1% 1.5% 18%
Methanol 7500 0.5% 1% 2%
Octanal 14 0.5% 1% 3%
Nonanal 0.6 0.5% 2% 8%
Decanal 1.7 4% 2% 4%
When ranges are used herein for physical properties, such

as molecular weight, or chemical properties, such as chemical
formulae, all combinations, and sub-combinations of ranges
for specific embodiments therein are intended to be included.

The disclosures of each patent, patent application, and
publication cited or described in this document are hereby
incorporated herein by reference, in its entirety.

Those skilled in the art will appreciate that numerous
changes and modifications can be made to the preferred
embodiments of the invention and that such changes and
modifications can be made without departing from the spirit
of the invention. It is, therefore, intended that the appended
claims cover all such equivalent variations as fall within the
true spirit and scope of the invention.
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SEQUENCE LISTING

<160> NUMBER OF SEQ ID NOS: 2
<210>
<211>
<212>
<213>
<220>
<223>

SEQ ID NO 1

LENGTH: 21

TYPE: DNA

ORGANISM: Artificial Sequence
FEATURE:

oligonucleotide
<400> SEQUENCE: 1

gagtctgtgg aggaggtagt ¢

<210>
<211>
<212>
<213>
<220>
<223>

SEQ ID NO 2

LENGTH: 24

TYPE: DNA

ORGANISM: Artificial Sequence
FEATURE:

oligonucleotide
<400> SEQUENCE: 2

cttetgtett gatgtttgte aaac

OTHER INFORMATION: Description of Artificial Sequence:

OTHER INFORMATION: Description of Artificial Sequence:

Synthetic

21

Synthetic

24

What is claimed:

1. A molecular sensor device, comprising:

an insulator thin-film disposed directly adjacent to a back-

gate substrate;

at least one positive electrode disposed directly adjacent to

said insulator thin-film, opposite to said back-gate sub-
strate;

at least one negative electrode disposed directly adjacent to

said insulator thin-film, opposite to said back-gate sub-
strate;

clean graphene disposed between, and in electrical com-

munication with, said positive and negative electrodes,
wherein the clean graphene is functionalized with a
nucleic acid, and wherein the clean graphene is substan-
tially single-atom thick graphene.

2. The device of claim 1, wherein said insulator thin-film
has a thickness of from about 10 nm to about 1000 nm,
covering an area of from about 400 nm? to covering the entire
substrate.

3. The device of claim 1, wherein said insulator thin-film is
comprised of silicon dioxide, silicon oxide, hatnium oxide,
aluminum oxide, titanium dioxide, titanium oxide, or insu-
lating polymer.

4. The device of claim 1, wherein said back-gate substrate
has a thickness of from about 0.01 mm to about 1 mm, and
covers an area of from about 10 mm? to about 1000 mm?.

5. The device of claim 1, wherein said back-gate substrate
is silicon, doped silicon, gallium arsenide, gold, aluminum, or
conducting polymer.

6. The device of claim 1, wherein said substrate is p-doped
or n-doped with 300 nm thermal oxide.
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7. The device of claim 1, wherein said electrodes are com-
prised of aluminum, chrome, gold palladium, platinum, tita-
nium, titanium nitride, copper, graphene, or conducting poly-
mer.

8. The device of claim 1, wherein the distance between
electrodes is from about 10 nm to about 10 pm.

9. The device of claim 1, wherein said clean graphene
covers from at least a portion of said device to the entire
substrate.

10. The device of claim 9, wherein said clean graphene
covers from at least 400 nm? to the entire substrate.

11. The device of claim 1, wherein said nucleic acid com-
prises single-stranded DNA.

12. The device of claim 1, capable of operating using a
voltage of from about 1 mV to about 1V, with gate voltages
between —100 V to 100 V.

13. The device of claim 1, having a hole mobility from 500
cm?/V-s to 200,000 cm*/V's.

14. The device of claim 13, having a hole mobility from
500 cm?/V-s to 5000 cm*/Vs.

15. The device of claim 13, having a hole mobility from
1600 cm?/ Vs to 5000 cm?/V-s.

16. The device of claim 1, having a doped charge carrier
density from about 0 to about 1x10*%/cm* at zero gate volt-
age.

17. The device of claim 11, wherein the current response of
the functionalized clean grapheme is increased 5-50% rela-
tive to non-functionalized clean graphene.
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